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42 / 52 mm اسپیندلقطر داخل  500 mm چرخش قطعهماکزیمم

2 Axis SZGH - کنترل 180 mm قطر استاندارد تراشکاری

- خطی تارت A5 / A6 هیدرولیک کولت-سه نظام

- 5 تعداد ابزار 280 mm Xکورس محور 

20*20 mm استاندارد ابزار 400 mm Zکورس محور 

X / Z: 0.005 mm دقت X / Z:15 / 30 m/min حرکت سریع محورها

X / Z: 0.01 mm تکرار پذیری 100-3000 rpm اسپیندلسرعت 

2100 kg وزن 1 / 1.5 / 2 kw سرو موتور

2400 mm طول A2-5 / A2-6 - استاندارد اسپیندل

1400 mm عرض 5.5 / 7.5 kw قدرت موتور اصلی

2000 mm ارتفاع - تک میله بارفیدر



CNC Lathe Machine Model CP2MV2
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Controler 2 Axis SZGH - Max swing over bed 500 mm

Turret Linear - Standard turning diameter 180 mm

Qty of housings 5 - 3 jaw chuck-Collet hydraulic A5 / A6

Tool size (cross sectional) 20*20 mm Course X axis 280 mm

Accuracy X / Z: 0.005 mm Course Z axis 400 mm

Repeatability (PS medium) X / Z: 0.01 mm Rapid feedrate X / Z: 15 / 30 m / min

Weight 2100 kg Spindle speed range 100-3000 rpm

Length 2400 mm Servo motor 1 / 1.5 / 2 kw

Width 1400 mm Spindle nose A2-5 / A2-6 -

Height 2000 mm Bar Feeder - -

Power (S1/S3) 5.5 / 7.5 kw Max bar capacity 42 / 52 mm


